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PANNELLO_LED

CORNICE ALLUMINIO
CON STRISCE LED
Profilo in alluminio da

290 gr concepito per una
migliore dissipazione del
calore e dotato di una
struttura meccanicamente
pit stabile. Cornice di
alluminio con striscia
LED con chip 4014 ad alta
efficienza anziche chip
2835 a bassa efficienza
luminosa.

ALUMINIUM FRAME
WITH LED STRIPS
Aluminium frame with
290g structure provides a
better heat dissipation and
a more stable mechanical
structure. Led strips high

lumen efficiency 4014 chip

instead of low efficiency
2835 chip.

DIFFUSORE

Diffusore in PS da 1,2 mm
garantisce l'uniformita
dell'emissione ed il mante-
nimento della temperatura
colore ('K). Non usiamo
diffusori in PP che ingial-
liscono in breve tempo
maodifcando la temperatura
di colore.

DIFFUSER

1,2 mm PS diffuser
ensures light smoothness
and colour temperature
maintenance ("K) over
time. We do not mount
PP diffusers which turn
yellowish and modify the
colour temperature in a
very short time
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LGP

In PMMA da 2,8 mm di
qualita assicura un alto in-
dice di mantenimento del
flusso luminoso anziché
PP o PS che causano un
decadimento del flusso lu-
minoso nel breve periodo.

LGP

2,8 mm quality PMMA LGP
ensures high luminous
flux maintenance over
time instead of PP or PS
which cause a drastic
lurnen depreciation.

CARTA RIFLETTENTE
Foglio PET a doppio
rivestimento che migliora
I'efficienza luminosa.

TAMPONAMENTO DI
CHIUSURA

CLOSING SHEET

PAPER REFLECTOR
Double coated PET sheet
which improves light
efficiency.




PANNELLO_LED 60X60

Apparecchio da incasso/
soffitto/sospensione LED integrato
Corpo in alluminio verniciato

LGP in PMMA

Diffusore in PS

Driver incluso

Recessed/ceiling/suspension fitting
with built-in LED

Painted aluminium body

PMMA LGP

PS Diffuser

Driver included

L80B30_50000hrs

| S—

DI:IE @IPIIDIKZD CE

42538 42539
cornice per montaggio cartongesso / accessorio soffitto H mm. 43 /

frame for recessed mounting

ceiling accessory H mm. 43

i

nez2/2
accessorio sospensione H mt. 2 /
suspension accessory H mt. 2

7] 620x620 @ @
> @2E] R
/-/ solo da tecnico abilitato w“;:zmim ahiﬁ!azlo =
Replaceable light source by Replaceable control gearby
a professional a professional
CODICE / CODE 41649 41650
BEAM 10" 110°
COLORE / COLOUR bianca/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 3600 4000
Sorgente luminosa W /Light Soruce W: 36w 36W
Sorgente luminosa/Light Source lumen: 4500 4600
Class Energetica/Energy Class: E E
CRI >80 280
LED SMD 4014 SMD 4014
WATT 40W 40W
SUPPLY 230V 50/60Hz 230V 50/60Hz
DRIVER 1000mA/25-40V flicker-free 1000mA/25-40V flicker-free
KG 23 23
PCS 5 5
DIMENSIONI / DIMENSIONS
a 595 595
b 85 8.5
ACCESSORI 42683 Driver ONESALL 220-240V 12-42Y 650-1110rhA Dali, Push, 110V listino prezzi Logica/Logica pricelist
ACCESSORIES 40314 Driver 110-277V 14-42V 400-1100mA 1-10V

12551

Emergenza/Emergency 30% - 90min MAX 40W

listino prezzi Logica/Logica pricelist
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PANNELLO LED 60x60 UGR<19

%DD“@INDIHD CG

Apparecchio da incasso/soffitto/
sospensione LED integrato
Corpo in alluminio verniciato
LGP in PMMA

Diffusore in PS

Driver incluso

Recessed/ceiling/suspension fitting
with built-in LED
Painted aluminium body

PMMA LGP
PS Diffuser
Driver included : ; g
L80B30_50000hrs :
———.a| L
.’/’/,
=
=
o
/‘ e e
R\h\/ =
42538 42539 1n622/2
cornice per montaggio cartongesso [/ accessorio soffitto H mm. 43 / accessorio sospensione H mt. 2 /
frame for recessed mounting ceiling accessory H mm. 43 suspension accessory H mt. 2
2] 620x620 @ f @
// £ < i ituibil Driver sostituibile solo da
,/ > solo da tecnico abilitato tecnico abilitato
Replaceable light source by Replaceable control gear by
a professional | a professional
CODICE / CODE 41653 41654
BEAM no* 10"
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 3600 4000
Sorgente luminosa W/Light Soruce W: I6W 36W
Sorgente luminosa/Light Source lumen: 4500 4600
Class Energetica/Energy Class: E E
CRI 280 »80
LED SMD 4014 SMD 4014
WATT 40W AOW
SUPPLY 230V 50/60Hz 230V 50/60Hz
DRIVER 1000mA/25-40V flicker-free 1000mA/25-40V ficker-free
KG 26 2.6
PCS 5 5
DIMENSIONI / DIMENSIONS
a 595 595
b 9 9
ACCESSORI 42683  Driver ONE4ALL 220-240V 12-42V 650-1110mA Dali, Push, 1-10V listino prezzi Logica/Logica pricelist
ACCESSORIES 40314 Driver 110-277V 14-42V 400-1100mA 1-10V

12551  Emergenza/Emergency 30% - 90min MAX 40W listino prezzi Logica/Logica pricelist
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' PANNELLO_LED 30x120

el mjm] . WY

Apparecchio da incasso/
soffitto/sospensione LED integrato
Corpo in alluminio verniciato

LGP in PMMA

Diffusore in PS

Driver incluso

Recessed/ceiling/suspension fitting
with built-in LED

Painted aluminium body

PMMA LGP

PS Diffuser

Driver included

L80B30_50000hrs

“'\-..‘I__-

42542 42540
cornice per montaggio cartongesso / accessorio soffitto H mm 43 /
frame for recessed mounting ceiling accessory H mm 43

S ’
/‘/’/ il :

VI

—

11622/3
accessorio sospensione Hmt. 2/
suspension accessory H mt. 2

21 320x1220 @ @
wom | <
/ Sorgente luminosa sostituibile Driver sostituibile solo da
solo da tecnico abilitato tecnico abilitato
/ Replaceable fight source by Replaceable control gear by
aprofessional a professional
CODICE / CODE 41651 41652
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 3600 4000
Sorgente luminosa W/Light Soruce W: 36W I6W
Sorgente luminosa/Light Source lumen: 4400 4600
Class Energetica/Energy Class: E E
CRI »80 >80
LED SMD 4014 SMD 4014
WATT 40W 40W
SUPPLY 230V 50/60Hz 230V 50/60Hz
DRIVER 1000mA/25-40V flicker-free 1000mA/25-40V flicker-free
KG 26 2.6
PCS 5 5
DIMENSIONI / DIMENSIONS
a 195 1195
b 295 295
c 9 9
ACCESSORI 42683  Driver ONE4ALL 220-240V 12-42V 650-1110mA Dali, Push, 110V listino prezzi Logica/Logica pricelist
ACCESSORIES 40314  Driver 110-277V 14-42V 400-1100mA 1-10V

12551  Emergenza/Emergency 30% - 90min MAX 40W

listino prezzi Logica/Logica pricelist

10 | INTERNO - PANNELLI

PANNELLO_LED 30x120 UGR<19

LI 1 T Do C€

Apparecchio da incasso/
soffitto/sospensione LED integrato
Corpo in alluminio verniciato

LGP in PMMA

Diffusore in PS

Driver incluso

Recessed/ceiling/suspension fitting
with built-in LED

Painted aluminium body

PMMA LGP

PS Diffuser

Driver included

L80B30_50000hrs

“'\-..‘I__-

42542 42540
cornice per montaggio cartongesso / accessorio soffitto H mm 43 /
frame for recessed mounting ceiling accessory H mm 43

AN

11622/3
accessorio sospensione H mt. 2 /
suspension accessory H mt. 2

21 320x1220 @ @
ic=1IcY 7
Sorgente luminosa sostituibile Driver sostituibile solo da
solo da tecnico abilitato tecnico abilitato
Replaceable fight source by Replaceable control gear by
aprofessional a professional
CODICE / CODE 41655 41656
COLORE / COLOUR bianca/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 3600 4000
Sorgente luminosa W/Light Soruce W: 36W I6W
Sorgente luminosa/Light Source lumen: 4600 4600
Class Energetica/Energy Class: E E
CRI 280 >80
LED SMD 4014 SMD 4014
WATT 40W 40W
SUPPLY 230V 50/60Hz 230V 50/60Hz
DRIVER 1000mA/25-40V flicker-free 1000mA/25-40V flicker-free
KG 26 26
PCS 5 5
DIMENSIONI / DIMENSIONS
a 1195 1195
b 295 295
c 9 9
ACCESSORI 42683 Driver ONE4ALL 220-240V 12-42V 650-1110mA Dali, Push, 1-10V listino prezzi Logica/Logica pricelist
ACCESSORIES 40314 Driver 110-277V 14-42V 400-1100mA 1-10V

12551  Emergenza/Emergency 30% - 90min MAX 40W

listino prezzi Logica/Logica pricelist
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ERCOLE

BEDOIN D v €

Incasso LED integrato
Corpo in alluminio
Diffusore in PC opale
Driver incluso

Recessed fitting with built-in LED

Aluminium body
Opal PC diffuser

Driver included 2
B @
@@ P2
g i it Driver ile solo da
solo da tecnico abilitato tecnico abilitato
Replaceable light source by Replaceable control gearby
a professional a profeseional
CODICE / CODE 41253 41254
BEAM 90" 90°
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 1980 2090
Sorgente luminosa W/Light Soruce W: 22W 22w
Sorgente luminosa/Light Source | 2837 2855
Class Energetica/Energy Class: E -
CRI 80 80
LED EPISTAR EPISTAR
WATT 22w 22W
SUPPLY 220-240V 220-240V
DRIVER 50.4-59.4V/350mA 50.4-59.4V/350mA
KG 0,55 0,55
PCS 16 16
DIMENSIONI / DIMENSIONS
a 230 230
b 65.5 65.5
cut size 200 200
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ERCOLE IP54

BE DN S (€

Incasso LED integrato

Corpo in alluminio pressofuso
Diffusore in PC opale
Riflettore cromato

Driver incluso

Recessed fitting with built-in LED
Die-cast aluminium body

Opal PC diffuser

Driver included

\

i i Driver soloda
solo da tecnico abilitato tecnico abilifato
Replaceabie light source by Replaceable confrol gear by
aprofessional a professional
CODICE / CODE 41255 41256
BEAM 90° 90°
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 1995 210
Sorgente luminosa W/Light Soruce W: 22W 22w
Sorgente luminosa/Light Source lumen: 2837 2855
Class Energetica/Energy Class: El E
CRI 80 80
LED EPISTAR EPISTAR
WATT 23W 23W
SUPPLY 220-240V 220-240V
DRIVER 50.4-59.4V/350mA 50.4-59.4V/350mA
KG 1,22 1,22
PCS 8 8
DIMENSIONI / DIMENSIONS
a 230 230
b a8 88
cut size 200 200

INTERNO - INCASSI
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VULCANO_EVO .

%DDE‘IPW;ZOCG “‘:—-\-;\

\

Incasso LED integrato

Corpa in TRP %‘;‘%
Diffusore in PC opale : 7 IO

Riflettore cromato
Driver integrato

Recessed fitting with built-in LED
TRP body

Opal PC diffuser

Chromed reflector

Built-in driver

— 9 Tablet

—Accesioritabler

% PC portatil

Hard disk

BXe <L " [ =<

Non-replaceable Non-replaceable
light source control gear

CODICE / CODE 40571 40572 40573 40574 40575 40576 40577 40578

BEAM 80" 75" 65" 65 8O 75 65" 65"

COLORE / COLOUR bianco hi.antc bianco bianco bianco bianco hignr_‘o blanco
white white white white white white white white

COLORE LUCE / COLOR T J000K 3000K 3000K 3000K 4000K 4000K 4000K 4000K

LUMEN 1000 1400 1600 1900 oo 1500 1700 2000

Sorgente luminosa W/Light Soruce W: 15W 20W 25W Jow 15W 20w 25W 30w

Sorgente lumi /Light Source | 1750 2300 2800 3300 1850 2400 2900 3400

Class Energetica/Energy Class: E E E E E E E E

CRI »80 »80 >80 >80 »80 280 »80 »80

LED Everlight Everlight Everlight Everlight Everlight Everlight Everlight Everlight

WATT 15W 20W 25w 30W 15W 20W 25W 30w

PF 205 205 09 209 >05 »0.5 209 09

SUPPLY 220-240V Z%U-Zﬂ{]\" 22(:1-24.0\-' gZD-ZA_fIGV .?20-24'-'0\" 220-240V 220-240V 220-240V
50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz

KG 025 0,35 0,47 0,47 0,25 0,35 047 0,47

DRIVER 140mA/90V 160mA/108Y  160mA/135YV  240mASM10BY  140mA/90V 160mAS108Y  160mA/135Y  240mA/108Y

FORO / HOLE 2125 2160 @200 @200 @125 @160 @200 @200

PCs 40 20 20 20 40 20 20 20

DIMENSIONI / DIMENSIONS

a 150 190 230 230 150 190 230 230

b 81 Nn 1015 1015 a1 N 101,95 101.5
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LEDSPOT_TRP1

BE D I O e CE

Incasso LED integrato
Corpo in TRP
Diffusore in PC opale
Driver integrato

Recessed fitting with built-in LED
TRP body

Opal PC diffuser

Built-in driver

Non-replaceable

Non-replaceable

light source control gear
CODICE / CODE 40511 40512 40513 40514 40515 40516 40517 40518
bianco bianco bianco bianco bianco bianco bianco bianco
COLORE / COLOUR white white white white white white white white
COLORE LUCE / COLOR T 3000K 4000K 3000K 4000K 3000K 4000K 3000K 4000K
LUMEN B25 888 1242 1320 2135 2332 2431 2487
Sorgente luminosa W/Light Soruce W: 10 10W 15w 15w 23W 250 3ow 30w
-Snr-gente luminosa/Light Source lumen: 1100 1250 1650 1850 2800 3100 3300 3600
Class Energetica/Energy Class: E E E E E E E E
CRI 280 280 280 280 280 280 280 280
LED Epistar Epistar Epistar Epistar Epistar Epistar Epistar Epistar
WATT 10W 10w 15W 15W 25W 25W 30W 30W
PF 205 20,5 205 20,5 205 20,5 209 209
SUPPLY 230V 230V 230V 230V 230V 230V 230V 230V
50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
FORO / HOLE 290 @%0 @120 2120 2170 @170 2200 @200
KG 014 014 0,20 0.20 0,33 0.33 0.45 0.45
PCS 20 20 20 20 20 20 20 20
DIMENSIONI / DIMENSIONS
a 120 120 150 150 200 200 230 230
b 60 60 60 60 60 60 60 60
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LEDSPOT_MULTI-LIGHT

BE D I O e CE

Incasso LED integrato

Corpo in TRP

Diffusore in PC opale

Driver integrato

Temperatura colore selezionabile

Recessed fitting with built-in LED
TRP body

Opal PC diffuser

Built-in driver

Selectable colour temperature

CLCT modificabile
Changeable CCT

Fulsante
Button

24

Non-replaceable

Non-replaceable

light source control gear

CODICE / CODE 40581
COLORE / COLOUR g
COLORE LUCE / COLOR T 3000K/4000K/6000K
LUMEN 1962/2040/2088
Sorgente luminosa W/Light Soruce W: 24
Sorgente luminusa/LIg_hl Source lumen: 2852/3152/3182
Class Energetica/Energy Class: E
CRI 280
LED Epistar
WATT 24W
PF 20,5

230V
SUPPLY 50/60Hz
FORO / HOLE 2190
KG 0.14
PCS. 40
DIMENSIONI / DIMENSIONS
a 220
b 255

INTERNO - INCASSI
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2 QUADRO_30

Incasso LED integrato

Corpo in TRP

Diffusore PC opale

Driver integrato

Recessed fitting with built-in LED

TRP body
Opal PC diffuser
Built-in driver

TR

—

BE DA ww CE€

vLr

- 4?2
"'
T

Non-replaceable

=

oA

Non-replaceable

light source control gear
CODICE / CODE 40752 40753
BEAM n m
COLORE / COLOUR i i
COLORE LUCE / COLOR T 3000K 4000K
LUMEN 2400 2500
Sorgente luminosa W/Light Soruce W: 30w 30W
Sorgente luminosa/Light Source lumen: 3300 3500
Class Energetica/Energy Class: E E
CRI 280 >80
LED Everlight Everlight
WATT 30w 30w
PF 09 09
SUPPLY 220-240V 50/60Hz 220-240V 50/60Hz
KG 078 0,78
FORO / HOLE 288x288 288x288
PCs 20 20
DIMENSIONI / DIMENSIONS
a 300x300 300x300
b 65 65
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CAMALEONTE_T UGR<6

E% D D @IPM/IPZDC €

Incasso LED integrato

Corpo in TRP

Fonte luminosa arretrata anti-glare
Driver integrato

Temperatura colore selezionabile

Recessed fitting with built-in LED
TRP body

Deep-set anti-glare lighting source
Built-in driver

Selectable colour temperature

i ™\
CCT modificabila I Pulsanta
Changeable CCT lm:‘ Bution
=z -~

NG

@ 3=
Non-replaceable
light source

G
Non:féplaceable
control gear

CODICE / CODE 41261

BEAM 38"

COLORE / COLOUR bianco/white
COLORE LUCE / COLOR T 3000K / 4000K / 6500K
LUMEN 550 / 600 / 650
Sorgente luminosa W/Light Soruce W: ™

Sorgente luminosa/Light Source lumen: 800 / 850 / 900
Class Energetica/Energy Class: E

CRI >80

LED Hongli

WATT ™w

PF 205

SUPPLY 220-240V 50/60Hz
KG 0,092

FORO / HOLE T5mm

PCS 50,

DIMENSIONI / DIMENSIONS

a 90

b 85
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CAMALEONTE_Q UGR<6

% D D E @ IPM/IPZDC €

Incasso LED integrato

Corpo in TRP

Fonte luminosa arretrata anti-glare
Driver integrato

Temperatura colore selezionabile

Recessed fitting with built-in LED
TRP body

Deep-set anti-glare lighting source
Built-in driver

Selectable colour temperature

N
A
il
o
ificabi == N 1 . T
Gmodictts () e o)
A . 2
E gggﬁg Non-replaceable Non-replaceable
L od light source control gear
CODICE / CODE 41262
BEAM 38"
COLORE / COLOUR bianco/white
COLORE LUCE / COLOR T 3000K / 4000K / 6500K
LUMEN 550 / 600 / 650

Sorgente luminosa W/Light Soruce W: ™

Sorgente luminosa/Light Source lumen: 800/ 850 / 900

Class Energetica/Energy Class: E

CRI >80
LED Hongli
WATT ™

PF 05
SUPPLY _220-240V 50/60Hz
KG_

FORO / HOLE

PCS

DIMENSIONI / DIMENSIONS

a 102x102
b 93

INTERNO - INCASSI

| 23



DIN

B I G (€

Incasso LED integrato

Corpo in pressofusione di alluminio verniciato

Schermo in PC trasparente
Driver incluso

Recessed fitting with built-in LED
Painted die-cast aluminium body

Transparent PC screen
Driver included

(& 3%

Non-replaceable

light source
CODICE / CODE 40210
BEAM 38°
COLORE / COLOUR bianco/white
COLORE LUCE / COLOR T 3000K
LUMEN 550
CRI 280
LED Refong COB.
WATT 9w
PF 0.5
SUPPLY 230V 50/60Hz
DRIVER 270mA/15-30V
FORO / HOLE @75
KG 014
PCS 10
DIMENSIONI / DIMENSIONS
a 85
b 42
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DON

EE A S v (€

Incasso LED integrato

Corpo in pressofusione di alluminio

verniciato
Schermo in PC trasparente
Driver incluso

Recessed fitting with built-in LED
Painted die-cast aluminium body

Transparent PC screen
Driver included

O

Non-replaceable

light source
CODICE / CODE 40211
BEAM 25"
COLORE / COLOUR bianco/white
COLORE LUCE / COLOR T 3000K
LUMEN 550
CRI »80
LED Refong COB
WATT oW
PF 0.5
SUPPLY 230V 50/60Hz
DRIVER 270mA/15-30V
FORO / HOLE ars
KG 014
PCS 10
DIMENSIONI / DIMENSIONS
a 85
b 65

INTERNO - INCASSI
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SPLASH

DD@IPGS/ZDCG

Incasso GU5,3
Corpo in pressofusione di alluminio verniciato
Schermo in vetro trasparente

Recessed fitting GU5,3
Painted die-cast aluminium body
Transparent glass screen

o
|
| o
B
1l
il T
b @
@e
Fonte luminosa sostituibile da
consumalore finale
y Replaceable(LED only}ight
source by an end-user
CODICE / CODE 40326
COLORE / COLOUR _bianco / white
- LAMP GU5,3
| WATT Max 35W
¥ SUPPLY 12V
FORO / HOLE a72
. KG 0,14
S SR = = PCS 50
e & = = DIMENSIONI / DIMENSIONS
¢ a 82
b 36
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HELIOS_350

[l b 1T © e CE€

Incasso
Corpo in pressofusione di alluminio

Recessed fitting
Painted die-cast aluminium body

Fonte luminosa sestituibile da
consumalore finsle
Replsceable(LED onlyMight
source by an end-user

CODICE / CODE 41243 41244 41246 41245 41247
bianco nero ora cromo nikel matt

COLORE / COLOUR white black gold chrame nikel matt

LAMP GU10 GLU10 GU10 GU10 GU10

WATT Max S0W Max 50W Max S0W Max SOW Max S0W

SUPPLY 230V 230V 230V 230V 230V

FORO / HOLE 260 260 260 060 260

KG 01 0.1 01 01 01

PCs 100 100 100 100 100

DIMENSIONI / DIMENSIONS

a 80 80 BO 80 80

b 23 23 23 23 23
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HELIOS_350

[=] b D 1 A © 0 CE€

Incasso orientabile

Corpo in pressofusione di alluminio

Adjustable recessed fitting
Painted die-cast alluminium body

30°

2.
@]
Fonte luminosa sostituibile da
consumatore finale

Replaceable(LED onlyMight
source by an end-user

CODICE / CODE 41248 41249 41251 41250 41252
bianco nero oro crome nikel matt

COLORE / COLOUR white black gold chrome nikel matt

LAMP GU10 GU10 GLU10 GU10 GU10

WATT Max S50W Max S0W Max 50W Max S0W Max SOW

SUPPLY 230V 230V 230V 230V 230V

FORO / HOLE @70 @70 270 270 @70

KG 01 01 01 01 01

PCS i} 100 100 100 100 100

DIMENSIONI / DIMENSIONS

a 80 80 80 BO 80

b 23 23 23 23 23
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PLAFOLE

DT

BEDNOAO.MCE

Apparecchio da soffitto LED integrato

Corpo in metallo verniciato
Diffusore in MS
Driver incluso

Ceiling fitting Painted metal body
MS diffuser
Driver included

o)

solo da tecnico abilitato u““;:ammu ahiﬁlaﬁ:la -
Replaceable light source by Replaceable control gear by
a professional a profeseional
CODICE/CODE 41006 41007 41008 41009 41010 41011
BEAM 130" 130" 130° 130" 130° 130°
COLORE/COLOUR bianco/white bianco/white bianco/white bianco/white bianco/white bianco/white
COLORE/COLOUR T 3000K 4000K 3000K 4000K 3000K 4000K
LUMEN 1820 1900 2430 2500 3180 3190
Sorgente luminosa W/Light Soruce W: 24W 24W 2w 32w 42W 42W
Sorgente luminosa/Light Source lumen: 2500 2500 3380 3380 4490 4490
Class Energetica/Energy Class: F F F F F F
CRI »80 »80 »80 »80 »80 280
LED NationStar MationStar MationStar NationStar MationStar NationStar
WATT 24W 24W 32W 32W 42W 42W
PF 05 0.5 09 09 039 09
SUPPLY 220-240V, 50/60Hz 220-240V, 50/60Hz 220-240V, 50/60Hz 220-240V, 50/60Hz 220-240V, 50/60Hz 220-240V, 50/60Hz
DRIVER 210mA/115-200V 210mA/115-200V BOmA/432-500V B0mA/432-500V ITOmA/MS-160V 370mAS115-160V
KG 0.6KG 0.6KG 0.7KG 0.7KG 1KG 1KG
PCS 10 10 10 10 10 10
DIMENSIONI/DIMENSIONS
a B340 @340 2390 23%0 D480 2480
b 65 65 65 65 78 78
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Apparecchio da soffitto LED integrato
Corpo in metallo verniciato

Diffusore in MS
Driver incluso

Ceiling fitting Painted metal body

MS diffuser
Driver included

&S

Sorgente luminosa sostituibile Driver sostituibile solo da
&olo da tecnico abilitato tecnico abilitate
Replaceakle light source by Replaceable control gear by
a professional a professional
CODICE/CODE 41012 41013 41014 41015
BEAM 120° 120° 120° 120°
COLORE/COLOUR bianco/white bianco/white bianco/white bianco/white
COLORE/COLOUR T 3000K 4000K 3000K 4000K
LUMEN 2560 2660 3180 3300
Sorgente luminosa W/Light Soruce W: 32w 32w 42W 42W
Sorgente luminosa/Light Source lumen: 3380 3380 4490 4490
Class Energetica/Energy Class: F F F F
CRI >80 >80 280 >80
LED NationStar MationStar MationStar NationStar
WATT 32w 32w 42W 42W
PF 05 0.5 09 09
SUPPLY 220-240V, 50/60Hz  220-240V, 50/60Hz  220-240V, 50/60Hz  220-240V, 50/60Hz
DRIVER B0mA/432-500V BOmA/432-500V IT0mA/115-160V 3T0mAM15-160V
KG 0.7TKG 0.7KG 1KG 1KG
PCS 10 10 5 5
DIMENSIONI/DIMENSIONS
a 330 330 430 430
b 65 65 65 65

INTERNO - SOFFITTO/PARETE
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Apparecchio a soffitto
Anello in alluminio
Schermo in PC opale

Ceiling fitting
Aluminium ring
Opal PC screen

Ot

LS
)72
@e
Fonte luminosa sostiluibile da
consumalore finale

Replacesble(LED onlyMight
source by an end-user

CODICE / CODE 41709 41710
COLORE / COLOUR bianca/white bianco/white
LAMP E27 E27

WATT Max 20W Max 2x20W
SUPPLY 230V 50/60Hz 230V 50/60Hz
KG 048 048

PCS 10 10
DIMENSIONI / DIMENSIONS

a 260 330

b 80 a0
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Apparecchio a soffitto
Anello in alluminio
Schermo in PC opale

Ceiling fitting
Aluminium ring
Opal PC screen

@e
Fonte luminosa sestituibile da
consumatare finale

Replaceable(LED onlyNight
source by an end-user

CODICE / CODE 41711 41712
COLORE / COLOUR bianco/white bianco/white
LAMP E2T E2T

WATT Max 20W May 2x20W
SUPPLY 230V 50/60Hz 230V 50/60Hz
KG 085 13

PCS 10 5
DIMENSIONI / DIMENSIONS

a 270 410

b T0 BO

INTERNO - SOFFITTO/PARETE
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Apparecchio da soffitto LED integrato Apparecchio soffitto
Corpo in alluminio verniciato Corpo in acciaio
Diffusore in PMMA Diffusore in PMMA e —
Driver incluso ey
Ceiling fitting S
Ceiling fitting Steel body h«xﬁx\
Painted aluminium body PMMA diffuser ———
PMMA diffuser
Driver included —
/
NG
,'
a b 3 b
CODICE / CODE 41585
BEAM 120° CODICE / CODE 40378
COLORE / COLOUR bianco/white Biance
COLORE LUCE / COLOR T 3000K — — — . COLORE / COLOUR white — —
LUMEN 4480 COLORE LUCE / COLOR T 3000K
CRI 280 . LUMEN 4000
LED Epistar CRI ¥80
WATT 4BW LED Sanan
PF 09 WATT 50W
SUPPLY 230V 50/60Hz PF 09
DRIVER 1200mA/30-42V SUPPLY 230V 50/60Hz
KG 34 KG 2
PCs 2 PCS 2
DIMENSIONI / DIMENSIONS DIMENSIONI / DIMENSIONS
a 2600 a 510
b 40 b 100

36 | INTERNO - SOFFITTO/PARETE INTERNO - SOFFITTO/PARETE | 37



MAYA

[l E DT N © v CE€

Apparecchio a soffitto
Corpo in materiale plastico
Schermo in PC opale

Ceiling fitting
Plastic body
Opal PC screen

Faonte luminosa sastituibile da
consumatore finale
Replaceable(LED only)light
source by an end-user

CODICE / CODE 40366 40365
bianco argento

COLORE / COLOUR white silver

LAMP E27 E27

WATT Max 15W Max 15W

SUPPLY. 230V 50/60Hz 230V 50/60Hz

KG 04 04

PCS 10 10

DIMENSIONI / DIMENSIONS

a @270 @270

b 100 100
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Apparecchio a soffitto
Corpo in metallo
Schermo in vetro satinato

Ceiling fitting
Metal body
Frosted glass screen

L] feo] ] 1] O] P D s C €

qg.
‘ .
d |
a b
Fonte luminosa sostituibile da
consumatore finale
Replaceable(LED oniy)ight
source by an end-user
CODICE / CODE 43544 41544 43545 41545
bianco nikel bianco nikel
COLORE / COLOUR white matt white matt
LAMP E27 E27 E27 E27
WATT _Max 2x28W Max 2x28W Max 2x52W_ _Max 2x52W
SUPPLY 230V 50/60Hz 230V 50/60Hz _ 230V 50/60Hz. 230V 50/60Hz
KG 15 15 28 28
PCS . 10 10 5 5
DIMENSIONI / DIMENSIONS
a @300 @300 @400 @400
b 90 90 110 110
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Apparecchio a parete
LED integrato

Corpo in metallo cromato
Diffusore in PC opale

Built-in LED

wall fitting

Chromed metal body
Opal PC diffuser

CODICE / CODE 42612 42614
COLORE / COLOUR cromo/chrome cromao/chrome

COLORE LUCE / COLOR T

3000K

3000K

LUMEN 500 1000

CRI >80 »80

LED Sanan Sanan

WATT 8w 16W

PF 05 0.5
220mA 350mA

SUPPLY 18-36Y 24-45V

PCS 12 12

DIMENSIONI / DIMENSIONS

a 300 600

b 40 45

c 220 225

40 | INTERNO - PARETE

LUCE QUADRO

BRSO W CE

LLL

Apparecchio a parete
LED integrato

Corpo in metallo cromato
Diffusore in PC opale

Built-in LED

wall fitting

Chromed metal body
Opal PC diffuser

o
||
— =
a b

CODICE / CODE 42609
COLORE / COLOUR cromoy/chrome
COLORE LUCE / COLOR T 3000K
LUMEN 500
CRI 280
LED Sanan
WATT BW
PF 20,5

220mA
SUPPLY 18-36V
PCS 12
DIMENSIONI / DIMENSIONS
a 300
b 40
c 220

INTERNO - PARETE

|41



e INDUSTRIALE s

INTERNO




HORUS

FEF A cRor?pll-iIa.?t IK10 1P65 @ C €

|\.,,"5 Tdviheiniard

Apparecchio LED integrato

per installazione a sospensione

ed a parete con staffa (accessorio)
Corpo in alluminio

Led CREE/Driver Meanwell

LED fitting to be suspended or wall
mounted through relative bracket
Aluminium body

CREE Led/Meanwell Driver

HIBEMEE | BEHEBHH
HEBEEHE | BEHEsn
HEBHEEHE | BEHEEE
(HEBEEEE | BB
HESBEEE | BNHE0sE
HEBEE0HE | BEHEEE
HEBHEHE | B

257 mm - 100W

362 mm - 100W
487 mm - 150W, 200W

)

362 mm - 150W, 200W

CODICE / CODE 41597 41598 41599
WATT 100W 150W 200w
LUMEN 12000 18000 25000
Sorgente luminosa W/Light Soruce W: 100w 150W 200W
Sorgente lumi [Light Source | 12878 18894 25438
Class Energetica/Energy Class: D D D
ANGOLO 80" 80° 80"
COLORE LUCE 4000K 4000K 4000K
CRI 280 )80 >80
FINITURA nero nero nero
ALIMENTAZIONE 220-240V 50/60Hz 220-240V 50/60Hz 220-240V 50/60Hz
PF >0.9 >0.9 09

T° D'ESERCIZIO -40°+70"C -40°+70°C -40°+70°C
KG 49 6.5 65

VITA UTILE MEDIA 50000h 50000h 50000h
ACCESSORI 11555  Staffa/Bracket  30x20 cm

ACCESSORIES
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L

Apparecchio LED integrato

per installazione a sospensione
o su blindosbarra

Corpo in alluminio estruso

Led CREE/Driver Meanwell

LED fitting to be suspended
or mounted on busways
Extruded aluminium body
CREE Led/Meanwell Driver

ul

E 1 I 1 |

E

=]

120mm 1170 mm - 200W
1360 mm - 250W

CODICE / CODE 41642 41643
WATT 200W 250W
LUMEN 24000 30000
Sorgente luminosa W/Light Soruce W: 200W 250W
Sorgente luminosa/Light Source lumen: 25576 N970
Class Energetica/Energy Class: 0 0
ANGOLO 60" x 110° 60" x 110°
COLORE LUCE 4000K 4000K
CRI 280 >80
FINITURA nero nero
ALIMENTAZIONE 220-240V 50/60Hz 220-240V 50/60Hz
PF 09 209
T° D'ESERCIZIO -40°+70°C -40°£70"C
KG 9.2 10.3
VITA UTILE MEDIA 50000h 5000Ch

INTERO - INDUSTRIALE
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Corpo in ABS e diffusore in PS

Base struttura interna in metallo
600mm 4 clips di chiusura

1200mm 10 clips di chiusura
1500mm 12 clips di chiusura
Collegamento diretto tensione di rete
Solo per tubi LED 230V

ABS body + PS diffuser

Internal tray in plated iron

600mm 4 latches

1200mm 10 latches

1500mm 12 latches

Direct connection to mains voltage
Only for LED tubes 230V

CODICE / CODE 41555 41556 41557 41558 41559 41560
Mono Mono Mano Bi Bi Bi

KG 0,53 0,90 119 0.67 122 157

PCS 12 12 8 B 4 4

DIMENSIONI / DIMENSIONS

a 655 1263 1564 655 1263 1564

b 66 66 66 106 106 106

c 90 90 90 90 90 90
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Proiettore con LED LG alta efficienza

e driver Meanwell

Tecnologia avanzata per la gestione
dissipazione calore

Riflettore ad alta efficienza

Schermo in vetro temperato

Staffa orientabile

Soluzione risparmio energetico
Sostituzione apparecchi loduri metallici

Projector with built-in high efficiency LG
and Meanwell Driver

Advanced heat management technology
High efficiency reflector

Tempered glass screen

Solid adjustability of the bracket

LED

Perfect energy saving solution replace HID fittings

Driver included

ﬁ@

Driver sostituibile solo da
tecnico abilitato

o

solo da tecnico abilitato

light source by control gearby

a professional a professional
CODICE / CODE 41563 41564 41565 41566 41567 41568 41569 41570
BEAM 60" 60° 90" 90" 60" 60" 90” 90"
COLORE / COLOUR nero/black nero/black nero/black rero/black nero/black nero/black nero/black nero/black
COLORE LUCE / COLOR T 4000K 6000K 4000K 6000K 4000K 6000K 4000K 6000K
LUMEN 11000 11640 11000 11640 14000 15050 14000 15650
Sorgente luminosa W/Light Soruce W: 108W 108W 108W 108W 135W 135W 135W 135W
Sorgente luminosa/Light Source lumen: 12420 12960 12420 12960 15525 16200 15525 16200
Class Energetica/Energy Class: E € F E E - F L
CRI >80 >80 280 280 >80 >80 >80 *80
LED LG3030 LG3030 LG3030 LG3030 LG3030 LG3030 LG3030 LG3030
WATT 120W 120W 120W 120W 150W 150W 150W 150W
PF 09 09 09 09 0% 09 09 09
SUPPLY 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz
KG 53 53 53 53 6,07 6,07 6,07 6,07
PCS 1 1 1 1 1 1 1 1
DIMENSIONI / DIMENSIONS
a 374 374 374 374 374 374 374 374
b 459 459 459 459 467 467 467 467
c 410 410 410 410 410 410 410 410
d 246 246 246 246 266 266 266 266
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Proiettore LED integrato

Corpo in pressofusione di alluminio
Schermo in vetro temperato trasparente

Driver incluso

LED Floodlight

Die-cast aluminium body
Tempered transparent glass
Built-in driver

a <

(Eemmm=a || |1 _I
| [@] (W] W [m] [ @ "j
=) (=] (] (=] [m) [=] =]

= {
e EEE [
| (=] [m] =] [ Wk ]
UE2RCRC TR RTTRCTRC TV § i A
CODICE / CODE 41183 41170 41171 41172
BEAM 95 95" 95" 95
COLORE / COLOUR nero/black nera/black nero/black nero/black
COLORE LUCE / COLOR T 4000K 4000K 4000K 4000K
LUMEN 4500 8500 12000 17000
Sorgente luminosa W/Light Soruce W: 50W 100W 150W 200W
Sorgente luminosa/Light Source | 4900 10000 15000 19500
Class Energetica/Energy Class: F F F F
CRI >80 380 380 »80
LED BF.’IDGI;'I__(TI)( BR]D{?L!_UX BR[DG[LUX ERIDGELL.JX
SMD 2835 SMD 2835 SMD 2835 SMD 2835
WATT S0W 100W 150W 200W
PF »09 9 209 ¥0.9
SUPPLY 220-240V 50/60Hz 220-240V 50/60Hz 220-240V 50/60Hz 220-240V 50/60Hz
KG 1 24 4.5 57
PCS 6 6 4 4
DIMENSIONI / DIMENSIONS
a 191 262 340 390
b 141 210 275 300
c &7 70 50 50

50 | ESTERNI- PROETTORI




PIKKO

EEDDD@IPGBCE

Proiettore E27 completo di lampada PAR IP65 3000K 40° o 115°
Corpo in materiale plastico

E27 outdoor fitting with P65 3000K PAR 40° or 115° included
Plastic body

e APPARECCHIO COMPLETO DI LAMPADA P65
e FITTING WITH IP65 BULB INCLUDED

G
Fonte luminosa sestituibile da
consumatore finale

Replaceable(LED onlyMight
source by an end-usar
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CODICE / CODE 41791 41792
BEAM 40 115"
COLORE / COLOUR nero/balck nero/balek
COLORE LUCE / COLOR T 3000K 3000K
LAMP E2T E2T
WATT W 6w
LUMEN @ 360° 550 550
LUMEN @ 120" 520
LUMEN @ 90° 530

SUPPLY 220-240V 50/60Hz 220-240V 50/60Hz
KG 0175 0175
PCS 20 20
DIMENSIONI / DIMENSIONS

a 118 118

b 94 94

c 176 176

d 154 154
CODICE / CODE 41793 41794
BEAM 40 115
COLORE / COLOUR nero/balck nero/balck
COLORE LUCE / COLOR T 3000K 3000K
LAMP E27 E2T
WATT 10W 10w
LUMEN @ 360" 900 900
LUMEN @ 120° B60
LUMEN @ 90° 870

SUPPLY 220-240V 50/60Hz 220-240V 50/60Hz
KG 0.258 0.258
PCS 20 20
DIMENSIONI / DIMENSIONS

a 135 135

b 126 126

c 178 178

d 154 154
CODICE / CODE 41795 41796
BEAM 40° 115"
COLORE / COLOUR nera/balck nero/balck
COLORE LUCE / COLOR T 3000K 3000K
LAMP E27 E2T
WATT 15W 15W
LUMEN @ 360" 1300 1300
LUMEN @ 120° 1240
LUMEN @ 90° 1250

SUPPLY 220-240V 50/60Hz 220-240V 50/60Hz
KG 0318 0.318

PCS 20 2
DIMENSIONI / DIMENSIONS

a 151 151

b 151 151

c 200 200

d 154 154

ESTERNI - PROETTORI

| 53



LAMPO

@DD@IPGSIH&C€

Proiettore LED integrato nero
Corpo in pressofusione di alluminio
Diffusore in vetro trasparente e driver integrato

Black LED Floodlight
Die-cast alluminium body
Transparent glass diffuser
Built-in driver

B8 <

Non-replaceable Non-replaceable
light source control gear
ACCESSORI 11074  Picchetto nero/Black spike
ACCESSORIES

54 | ESTERNI - PROETTORI

CODICE / CODE 40552 40553 40554 40555 40568
BEAM 120" 120° 120" 120" 120°
COLORE / COLOUR nero/black nero/black nero/black nero/black nero/black
COLORE LUCE / COLOR T 3000K 3000K 3000K 3000K 3000K
LUMEN 950 1900 2850 4750 9500
Sorgente lumi W/Light Soruce W: 10W 20W 30w S50W 100W
Sorgente lumi [Light Source | 1158 2225 3421 5891 11903
Class Energetica/Energy Class: g E E E E

CRI 280 80 >80 ¥80 80
WATT 10w 20W 30w 50W 100W

PF >09 >09 >09 >09 >09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,165 0.214 : 0.564 14

PCS 40 40 20 10
DIMENSIONI / DIMENSIONS

a 100 115 145 185 300

b 70 80 102 130 200

c 12.5 135 15.6 16 20
CODICE / CODE 40556 40557 40558 40569
BEAM 120° 120° 120" 120°
COLORE / COLOUR nero/black nero/black nero/black nero/black
COLORE LUCE / COLOR T 4000K 4000K 4000K 4000K
LUMEN 980 1960 2940 4900 9800
Sorgente lumi W/Light Soruce W: 10W 20W 30w 50W 100W
Sorgente lumi /Light Source | 1196 2420 3761 6050 11985
Class Energetica/Energy Class: E E E E E

CRI 280 >80 >80 »80 >80
WATT 10w 20W 30w 50W 100W

PF >09 >09 >09 >09 >09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,165 0,214 0,374 0,564 14

PCS 40 40 20 20 10
DIMENSIONI / DIMENSIONS

a 100 115 45 185 300

b 70 80 102 130 200

c 12.5 135 15.6 16 20
CODICE / CODE 40561 40562 40563 40570
BEAM 120° 120" 120° 120°
COLORE / COLOUR nero/black nero/black nero/black
COLORE LUCE / COLOR T 6000K 6000K 6000K
LUMEN 2000 3000 5000 10000
Sorgente lumi W/Light Soruce W: 10W 20W 30w 50W 100W
Sorgente luminosa/Light Source lumen: 1259 2535 3802 6215 12000
Class Energetica/Energy Class: E E E E E

CRI »B0 »80 280 80 »B0
WATT 10W 20W 30W 50W 100W

PE 209 >09 »09 >09 »09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,165 0,214 0,564 14

PCS 40 40 20 20 10
DIMENSIONI / DIMENSIONS

a 100 1S 45 185 300

b 70 a0 102 130 200

c 12.5 13.5 5.6 16 20

ESTERNI - PROETTORI

| 55



LAMPO C/SENSORE

%DD@IP&SIHUBCE

Proiettore LED integrato nero con sensore orentabile
Corpo in pressofusione di alluminio
Diffusore in vetro trasparente e driver integrato

Black LED Floodlight with adjustable sensor
Die-cast alluminium body

Transparent glass diffuser

Built-in driver

e e

Non-replaceable Non-replaceable
light source control gear
ACCESSORI 11074  Picchetto nero/Black spike
ACCESSORIES 11075  Picchetto bianco/White spike

56 | ESTERNI- PROETTORI

CODICE / CODE 41224 41225 41226 41227
BEAM 120° 120" 120° 120°
COLORE / COLOUR nero/black nerofblack nero/black nero/black
COLORE LUCE / COLOR T 4000K 4000K 4000K 4000K
LUMEN 980 1960 2940 4900
Sorgente luminosa W/Light Soruce W: 10W 20W 30w S50W
Sorgente lumi /Light Source lumen: 1196 2420 3761 6050
Class Energetica/Energy Class: E E E E

CRI Y80 B0 >80 280
WATT 10W 20W 30w S50W

PF »09 >09 >09 > 09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0.200 0,264 0,424 0.614
PCS 40 40 20 20
DIMENSIONI / DIMENSIONS

a 100 115 45 185

b 70 80 102 130

c 12,5 13.5 15.6 16
CODICE / CODE 41228 41229 41230 41231
BEAM 120° 120" 120" 120"
COLORE / COLOUR nero/black nero/black nero/black nero/black
COLORE LUCE / COLOR T 6000K 6000K 6000K 6000K
LUMEN 1000 2000 3000 5000
Sorgente lumi W/Light Soruce W: 10W 20W 30W 50W
Sorgente luminosa/Light Source lumen: 1259 2535 3802 6215
Class Energetica/Energy Class: E E E E

CRI 280 »80 »80 >80
WATT 10w 20W 30w 50w

PF >09 >09 >09 > 09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,200 0,264 0,424 0,614
PCS 40 40 20 20
DIMENSIONI / DIMENSIONS

a 100 15 145 185

b 70 80 102 130

c 125 13,5 15,6 16
CODICE / CODE 41232 41233 41234 41235
BEAM 120° 120° 120° 120"
COLORE / COLOUR bianco/white bianco/white bianco/white bianco/white
COLORE LUCE / COLOR T 4000K 4D00K 4000K 4000K
LUMEN 380 1960 2940 4900
Sorgente lumi W/Light Soruce W: 10W 20W 30W 50W
Sorgente lumi /Light Source | 1196 2420 3761 6050
Class Energetica/Energy Class: L E E E

CRI >80 >80 >80 280
WATT 10W 20W 30w 50W

PF >09 09 >09 >09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,200 0,264 0,424 0,614
PCS 40 40 20 20
DIMENSIONI / DIMENSIONS

a 100 15 145 185

b 70 80 102 130

c 125 135 15,6 16
CODICE / CODE 41236 41237 41238 41239
BEAM 120° 120° 120° 120°
COLORE / COLOUR bianco/white bianco/white bianco/white bianco/white
COLORE LUCE / COLOR T 6000K 6000K 6000K 6000K
LUMEN 1000 2000 3000 5000
Sorgente lumi W/Light Soruce W: 10w 20W 30W 50W
Sorgente lumi /Light Source lumen: 1259 2535 3802 6215
Class Energetica/Energy Class: E E E E

CRI 280 380 >80 >80
WATT 10W 20w 30w 50W

PF >09 >09 >09 > 09
SUPPLY 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz 220/240V 50/60Hz
KG 0,200 0,264 D424 0,614
PCS 40 40 20 20
DIMENSIONI / DIMENSIONS

a 100 15 145 185

b 70 80 102 130

[3 125 135 15,6 16
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Apparecchio a soffitto LED integrato
con sensore di presenza

Corpo in termoplastico

Diffusore in PC opale

Built-in LED downlight with integrated
PIR sensor

Thermoplastic body
Opal PC diffuser
|
-L\H‘-—‘_-’/.f’
a b

;{//ﬁ
Sensore di presenza 5/6 mt
Microwave sensor 5/6 mt

CODICE / CODE 42577 42578

COLORE / COLOUR bianco/white bianco/white

COLORE LUCE / COLOR T 4000K 6000K

LUMEN 3000 3150

CRI 80 80

LED Sanan _Sanan

WATT 30w 30w

PF 09 09

SUPPLY 230V 50/60Hz 230V 50/60Hz

KG 0152 0152

PCS 20 20

DIMENSIONI / DIMENSIONS

a 350 350

b 102 102
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Apparecchio a soffitto LED integrato
Corpo in alluminio verniciato
Schermo in PC opale

Driver integrato

Ceiling fitting with built-in LED
Painted aluminium body

Opal PC screen

Built-in driver

2 b
CODICE / CODE 40232 40234 40233 40235
COLORE / COLOUR bianco/white bianco/white grigio/grey grigio/grey
COLORE LUCE / COLOR T 3000K 5000K 3000K 5000K
LUMEN 2000 2100 2000 2100
CRI ¥80 ¥80 280 80
LED SMD Edison. SMD Edison_ SMD Edison SMD Edison
WATT 26W 26W 26W 26W
PF 095 095 095 0.95
SUPPLY 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz
KG 0.81 0.81 0.81 0.81
PCS 8 8 8 8
DIMENSIONI / DIMENSIONS
a 240 240 240 240
b 45 45 45 45
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Apparecchio LED integrato
Corpo in TRP

Schermo in PC opale
Driver integrato

Built-in LED fitting
TRP body

Opal PC screen
Built-in driver

(&3

Non-replaceable Non-replaceable

light source control gear
CODICE / CODE 40303 40304
BEAM 10° 110°
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 4000K 4000K
LUMEN 1250 1650
Sorgente luminosa W/Light Soruce W: 15W 20W
Sorgente luminosa/Light Source lumen: 2050 2700
Class Ene;lg_ellca{Enersy Class: D D
CRI 280 280
LED Epistar Epistar
WATT 15W 20W
PF >05 0.5
SUPPLY 230V 50/60Hz 230V 50/60Hz
KG 0,25 0,40
PCS 20 20
DIMENSIONI / DIMENSIONS
a 167 221
b 62 T2
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Apparecchio LED integrato
Corpo in TRP

Schermo in PC opale
Driver integrato

Built-in LED fitting
TRP body

Opal PC screen
Built-in driver

£
a
Non-replaceable Non-replaceable
light source control gear
CODICE / CODE 40305 40306
BEAM noe* 1o*
COLORE / COLOUR bianco/white bianco/white
COLORE LUCE / COLOR T 4000K 4000K
LUMEN 1250 1650
Sorgente luminosa W/Light Soruce W: 15W 20W
Sorgente luminosa/Light Source lumen: 2050 2700
Class Energetica/Energy Class: D D
CRI 280 280
LED Epistar Epistar
WATT 15W 20w
PF >0.5 205
SUPPLY 230V 50/60Hz 230V 50/60Hz
KG 0,29 042
PCS 20 20
DIMENSIONI / DIMENSIONS
a 215 271
b 115 146
c 62 76
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LADY_T

(=] DA D s CE€

Apparecchio a soffitto

Corpo in pressofusione di alluminio
verniciato

Schermo in PC opale

s ——
Recessed fitting with / s .,

- -. _-_\_‘_‘_-_‘_‘_‘—‘-—-._\‘_
built-in LED =
TRP body See—
Opal PC diffuser

L
=
o
|
@
a b
Fonte luminosa sostituibile da
consumatare finale
Replaceable(LED onlyMight
source by an end-user
CODICE / CODE 40323
COLORE / COLOUR grigio/grey
LAMP E27
WATT Max 2x20W
SUPPLY 230V 50/60Hz
KG 1.2
PCS 6
DIMENSIONI / DIMENSIONS
a 300
b 86
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SIGNUS

DTN ws CE

Apparecchio a soffitto
Base in pressofusione di alluminio
Schermo in PC opale

Ceiling fitting
Die-cast aluminium base
Opal PC screen

GrefE]
Fonte luminosa sostituibile da
consumalore finale

Replaceable(LED onlyMight
source by an end-user

CODICE / CODE 40155
COLORE / COLOUR nero/black
LAMP E2T

WATT Max 2x15W
SUPPLY 230V 50/60Hz
KG 14

PCS 6
DIMENSIONI / DIMENSIONS

a 207

b 141
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WALLY OPEN
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Apparecchio a parete

Corpo in pressofusione di alluminio
verniciato

Diffusore in PC opale

Wall fitting
Painted die-cast aluminium body
Opal PC diffuser

o

AN

a
Fonte luminosa sostituibile da
consumatore finale
Replaceable{LED only}ight

source by an end-user
CODICE / CODE 40205
COLORE / COLOUR grigio/grey
LAMP E27
WATT Max S2W
SUPPLY 230V 50/60Hz
KG 0.88
PCS 12
DIMENSIONI / DIMENSIONS
a 250
b 120
c 135
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ELEGANT_EVO

L] [l (0] [ D s C €

Paletto

Corpo in pressofusione di alluminio verniciato

Diffusore in PC opale

Pole

Painted die-cast aluminium body

Opal PC diffuser

Lampada consigliata: T38 Marino Cristal
Recommended bulb: Marino Cristal T38

Fante luminosa sostituibile da
consumatore finale
Replaceable(LED only)light
source by an end-user

CODICE / CODE 41184 41185

COLORE / COLOUR antracite/anthracite antracite/anthracite
LAMP E2T E2T

WATT Max 15W Masx 15W

SUPPLY 110-240V 50/60Hz 110-240V 50/60Hz
KG 09 1.2

PCS 12 8

DIMENSIONI / DIMENSIONS

a 102 102

b 500 800
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Incasso calpestabile LED integrato
Corpo in alluminio anodizzato
Cassaforma in PVC
Driver escluso

Walk-over recessed fitting with built-in LED

Anodized aluminium body
PVC framework
Driver not included

(- 32

Non-replaceable

. |

light source
CODICE / CODE 42536 42541
BEAM 60" 60"
COLORE LUCE / COLOR T 3000K 5000K
LUMEN 70 %0
LED RE-FOND RE-FOND
WATT w 1w
SUPPLY 12V OC/AC 12V DC/AC
FORO / HOLE @35 235
KG 015 015
PCS 50 50
DIMENSIONI / DIMENSIONS
a 40 40
b 57 57
[ 70 70
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KANDO_T
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Incasso calpestabile

Corpo in pressofusione di alluminio

Anello in acciaio inox AlSI 316

Vetro temperato trasparente

Cassaforma in PVC

Walk-over recessed fitting
Die-cast aluminium body

AISI 316 stainless steel ring
Transparent tempered glass

PVC frame-work

Fonte luminosa sostituibile da
consumatore finale
Replaceable(LED anlyllight
source by an end-user

100

CODICE / CODE 40157

COLORE / COLOUR INOX

LAMP GU10

WATT HALO Max S0W
SUPPLY 230V 50/60Hz

FORO / HOLE 2100

KG 07

DIMENSIONI / DIMENSIONS

a 105

b 100

€ 115

d 140

ACCESSORI 40015 C ttore |P6T una via
ACCESSORIES 40016  Connettore P67 due via
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KANDO_Q
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Incasso calpestabile

Corpo in pressofusione di alluminio
Anello in acciaio inox AlSI 316
Vetro temperato trasparente

Cassaforma in PVC

Walk-over recessed fitting
Die-cast aluminium body

AlSI 316 stainless steel ring
Transparent tempered glass

PVC frame-work

Fonte luminosa sostituibile da
consumatore finale
Replaceable(LED only)light
source by an end-user

CODICE / CODE 42535

COLORE / COLOUR INOX

LAMP GU10

WATT HALD Max 50W
SUPPLY 230V 50/60Hz

FORO / HOLE 8100

KG o7

PCS 20

DIMENSIONI / DIMENSIONS

a 105

b 100

c 15

d 140

ACCESSORI Connettore IP67 una via
ACCESSORIES Connettore IP6T due via
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BRICK_IP67
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Segnapasso LED integrato
Corpo in ABS

Cornice in acciaio inox
Schermo in PC trasparente
Cassaforma in PVC

Driver integrato

Wall-step with built-in LED
ABS body

Stainless steel frame
Transparent PC screen
PVC frame-work

Built-in driver

@%@

b
Non-replaceable Non-replaceable
light source control gear
CODICE / CODE 45609 45599
COLORE LUCE / COLOR T __3000K 5000K
LUMEN 140 140
Sorgente luminosa W/Light Soruce W: 2.3W 2.3W
Sorgente luminosa/Light Source lumen: 240 240
Class Energetica/Energy Class: F F
LED RE-FOND RE-FOND
WATT 2,3W 2,3W
SUPPLY 230V 50/60Hz 230V 50/60Hz
FORO / HOLE 190x65 190x65
KG 083 0,83
PCS 12 12
DIMENSIONI / DIMENSIONS
a 196 196
b 70 70
¢ 60 60
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BRICK
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Segnapasso LED integrato

Corpo in ABS

Cornice in acciaio inox
Schermo in PC opale
Cassaforma in PVC
Driver integrato

Wall-step with built-in LED

ABS body

Stainless steel frame
Opal PC screen

PVC frame-work
Built-in driver

C a

b
"
- ~
P}

Non-replaceable

Non-replaceable

light source control gear
CODICE / CODE 45610 45611 45601 45600
COLORE LUCE / COLOR T _3000K _3000K_ 5000K _5000K
LUMEN 35 40 46 60
LED RE-FOND RE-FOND RE-FOND RE-FOND
WATT 0.8W W 0.8W w
SUPPLY 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz 230V 50/60Hz
FORO / HOLE 67x62 105x32 6Tx62 105x32
KG 017 02 0.7 0.2
PCS 50 50 50 50
DIMENSIONI / DIMENSIONS
a 70 110 70 110
b 70 44 70 44
c 55 54 55 54
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TRASFORMATORI ELETTRONICI

Trasformatore elettronico LED 12V

LED electronic transformer 12V

CODICE / CODE 21918
220-240V AC / 50Hz
Collegare max 3 lampadine LED
PRIMARIO / MAINS Connect max 3 LED bulbs
SECONDARIO / SECONDARY 12v
w 2-30W
[ 20
DIMENSIONS 80 x38xH28
=0 l\ - 2
‘ -
CODICE / CODE. 22918

PRIMARIO / MAINS

Collegare max 4/5 lampadine LED
Connect max 4/5 LED bulbs

SECONDARIO / SECONDARY 12V

w 2-50W

1P 20
DIMENSIONS 117 x 32 x H20

78 | TRANSFORMERS - ACCESSORI

KIT 6U10/6Z10

code.
Kit GUIO/GZ 10 - 40482

TRANSFORMERS - ACCESSORI
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LOGICA

Oltre alla luce
Beyond light

llluminare unambiente premendo un interruttore € un
gesto semplice: untocco immediato e la stanza prende
forma, mostrandosi nell'esperienza quotidiana. Dietro

a questa azione si hasconde il lavoroilluminotecnico,
fatto di progetti e visioni, che permette di sfruttare

le peculiarita di apparecchi e spazi,combinandoli

tra loro affinché diano la miglioreresa possibile.

Per questo abbiamo voluto rafforzare la famiglia di
KLIK_KLAK integrando nuovielementi e varianti che gli
permettessero diessere il migliorsistema magnetico

a binario possibile. Con l'introduzionedella versione Mini,
si aprononuove strade diintervento dove é richiesta una
presenza discreta e minimale. Dall'altra parte, Bellatrix si
aggiunge alla gammadi incassi Logica, distinguendosi
per la sua funzionalitae versatilita.

LIGHT &BEYOND 2022

Lighting an area turning the light on is a simple operation:
a quick touch and the roomshapes up, shows itself

in its daily experience. Behind this action though, it’s
hidden the lighting designer’s work, made of projects

and visions which make sure that all peculiarities of
fittings and spaces are combined so that the best and
most rewarding solution is achieved. This is whywe

have strenghten KLIK_KLAK range adding new fittings
and versions which make it the best magnetic system
possible. Thanks to the introduction of the new Mini
version, new installation opportunities open up, especially
where a discreet and minimal presence is required.

On the other hand, Bellatrix adds up to Logica downlights
range, distinguishing itself for its functionality

and versatility.



Workplace +KLIK_KLAK
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Installazione
a modo tuo!
Place ityour
own way!

KLIK_KLAK & unsistema completo
declinabile in diverse tipologie
diinstallazione: incasso a raso,

a soffittoe a sospensione.

| raccordi disponibili permettono
diadattarlo a qualsiasi superficie

e diintrodurre dei cambi di piano:
in questo modosi pudinserire

in maniera minimale negli spazi
abitativi e commerciali rendendo
la luce parte integrante del progetto
didesign.

KLIK_KLAK is a completesystem
suitable forrecessed, ceiling-
mounted or suspended installation.
The manyaccessories available

allow different solutions including
multilevel combinations; it’s the ideal
choice fora discreet and minimal
lighting solution both in residential
and commercial areas making lightan
integral part of the whole project.

Bookshop +KLIK_KLAK Mini
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Binario 2mt

2m profile

Binario 1mt

1mprofile

Luce diffusa39W

Wide beam general lighting 39W
Luce diffusa26W

Wide beam general lighting 26W
Luce diffusa 13W

Wide beam general lighting 13W
Luce puntiforme x12

Dots light x12

Luce puntiforme x6

Dots light x6

Luce puntiformex3

Dots light x3

Luce puntiforme orientabile x12
Adjustable dots light x12

Luce puntiformeorientabile x6
Adjustable dots light x6

Luce puntiformeorientabile x3
Adjustable dots light x3
Proiettore 10W

Spotlight 10W

Proiettore 20W

Spotlight 20W

Proiettore Q 10W

Spotlight Q 10W

Proiettore 15W

Spotlight 15W

Proiettore 8W

Spotlight 8W

Globo

Globe

Sospensione bell

Suspension bell

Sospensione globo

Suspension globe

Sospensione cilindro
Suspension cylinder
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Klik_Klak
Mini
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Binario 2mt

2m profile

Binario 1mt

1mprofile

Luce diffusa 30W

Wide beam general lighting30W
Luce diffusa 15W

Wide beam general lighting 15W
Luce diffusa 8W

Wide beam general lighting 8W
Luce puntiforme x24

Dots light x24

Luce puntiforme x12

Dots light x12

Luce puntiforme x6

Dots light x6

Luce puntiforme orientabile x12
Adjustable dots light x12

Luce puntiformeorientabile x6
Adjustable dots light x6
Proiettore 10W

Spotlight 10W

Proiettore 5SW

Spotlight 5W

Globo

Globe

Sospensione bell

Suspension bell

Sospensione globo
Suspension globe

Sospensione cilindro 10W
Suspension cylinder 10W
Sospensione cilindro 5W
Suspension cylinder 5W



Dimensioni
a confronto
Comparing
dimensions

KLIK_KLAK affianca la versione MINI
che, con la sua dimensione ridotta
del 30% trovauna collocazione
ancora pit minimale nell’'ambitodella
progettazione.

L’espansionedella famiglia, STD

e MINI, riesce definitivamente ad
incontrare le molteplici soluzioni
illuminotecniche e d’ arredamento.

KLIK_KLAK adds the MINI version
which thanks to its dimensions,
reduced by 30%, finds even a more
minimal collocation during the interior
designing process.

The whole range, STD and MINI, is
definitely able to meet all lightingand
interior design requirements.

LIGHT &BEYOND 2022



Sistema
magnetico

Magnetic
system

Il sistema KLIK_KLAK sfruttala
potenza del magnete permanente
NdFeB, il pit potente del mondo.
L'inserimentoe lo spostamento
dei corpiilluminanti con fissaggio
magnetico risulta estremamente
semplice e sicuro da maneggiare
grazie all'alimentazione a 24V.
L’ampliamentodegli accessori
completa un’offertain gradodi
“giocare” conlaluce.

KLIK_KLAK magnetic system counts
on the power of NdFeb permanent
magnet, the most powerful in the
world.

The installation and the eventual
shifting of the fittings fromone place
to another on the low voltage 24V
profile is extremely simple and safe.
The wider range of accessories
completes an offer which allows

to “play” with light.
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. Anche negliambienti piu esclusivi

- . KLIK_KLAK si distingue per la sua
integrabilita nello spazio,definendo

e completando qualsiasi progetto.

T
n S ,
s =T Even in the mostexclusive
' surroundings,KLIK_KLAK
: . distinguishes itself for its full
B, e < integration in the space, marking

- B -

e '} - and completing any project.

o
e
~

Executive Office +KLIK_KLAK Mini
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Bedroom +KLIK_KLAK Mini
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LED CREE
KLIK KLAK CRI >%0
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41111 Nero/Black ow 749 36° 3000K  Magnetic Track
41112 Bianco/White ow 749 36° 3000K  Magnetic Track
41179 Nero/Black ow 870 36° 4000K  Magnetic Track
41192 Bianco/White ow 870 36° 4000K  Magnetic Track
41772 Nero/Black 20w 1450 36° 3000K  Magnetic Track
41773 Bianco/White 20W 1450 36° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
— 137 137
D D ( ) 355°
L 90
o o
N ~
Q Q
41111 140 165
L ) 41112
Binario magnetico/ 41179 1772
Magnetic track 4119 4773
KLIK KLAK et CREE
CRI >90
PF >05
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41176 Nero/Black 8w 404 36° 3000K  Magnetic Track
41175 Bianco/White 8w 404 36° 3000K  Magnetic Track
41178 Nero/Black 15W 904 36° 3000K  Magnetic Track
41177 Bianco/White 15w 904 36° 3000K  Magnetic Track
41214 Nero/Black 8W 404 36° 4000K  Magnetic Track
41213 Bianco/White 8w 404 36° 4000K  Magnetic Track
41216 Nero/Black 15W 904 36° 4000K  Magnetic Track
41215 Bianco/White 15W 904 36° 4000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
| _ B _ b7

Binario magnetico/
Magnetic track

965
41213 41175
41214 41176

51 qit7c

.

293

41215 41177
41216 41178

82

G O 3
L 90
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LED CREE
KLIK KLAK CRI >90
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41770 Nero/Black ow 670 36° 3000K  Magnetic Track
41771 Bianco/White ow 670 36° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
R 137
( ) 355°
v oo
o
wn
140
Binario magnetico/
Magnetic track
KLIK KLAK LED CREE
CRI >90
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41778 Nero/Black ow 610 DIFF. 3000K  Magnetic Track
41779 Bianco/White ow 610 DIFF. 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
— 137

Binario magnetico/
Magnetic track

2 150

51 qit7c

25



LED CREE
KLIK_KLAK CRI >90
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41119 Nero/Black 4w 375 34° 3000K  Magnetic Track
41122 Bianco/White 4W 375 34° 3000K  Magnetic Track
41120 Nero/Black 8W 788 34° 3000K  Magnetic Track
41123 Bianco/White 8W 788 34° 3000K  Magnetic Track
41121 Nero/Black 16w 1519 34° 3000K  Magnetic Track
41124 Bianco/White 16w 1519 34° 3000K  Magnetic Track
4119 Nero/Black 4w 381 34° 4000K  Magnetic Track
41202 Bianco/White 4w 381 34° 4000K  Magnetic Track
41200 Nero/Black 8w 801 34° 4000K  Magnetic Track
41203 Bianco/White 8w 801 34° 4000K  Magnetic Track
41201 Nero/Black 16w 1530 34° 4000K  Magnetic Track
41204 Bianco/White lew 1530 34° 4000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
| EEE & s
[ 18 | | & 2
84 164
4119 41200 41201
Binario magnetico/ 41202 41203 41204
Magnetic track 41119 41120 41121
41122 41123 41124

51 qit

26
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LED CREE
KLIK_KLAK CRI >%
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41125 Nero/Black 4w 375 34° 3000K  Magnetic Track
41128 Bianco/White 4W 375 34° 3000K  Magnetic Track
41126 Nero/Black 8W 788 34° 3000K  Magnetic Track
41129 Bianco/White 8W 788 34° 3000K  Magnetic Track
41127 Nero/Black 16N 1519 34° 3000K  Magnetic Track
41130 Bianco/White 16W 1519 34° 3000K  Magnetic Track
41205 Nero/Black 4w 381 34° 4000K  Magnetic Track
41208 Bianco/White 4w 381 34° 4000K  Magnetic Track
41206 Nero/Black 8w 801 34° 4000K  Magnetic Track
41209 Bianco/White 8w 801 34° 4000K  Magnetic Track
41207 Nero/Black 6w 1530 34° 4000K  Magnetic Track
41210 Bianco/White 16w 1530 34° 4000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
— o
I I
[ 5 +90°
- —
i & E— )
Binario magnetico/ _ 84 o1
Magnetic track
41205 41206
41208 41209
41125 41126
41128 41129

51 qit
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K LI K K LAK LED CREE
__ CRI >90
o LUCE DIFFUSA P ~03
SDCM 3
- CODE FINISHING WATT LUMEN BEAM  KELVIN  APPLICATION
41113 Nero/Black BW 962 105° 3000K  Magnetic Track
41116 Bianco/White BwW 962 105° 3000K  Magnetic Track
41114 Nero/Black 26W 1858 105° 3000K  Magnetic Track
41117 Bianco/White 26W 1858 105° 3000K  Magnetic Track
41115 Nero/Black 39w 2729 105° 3000K  Magnetic Track
41118 Bianco/White 39w 2729 105° 3000K  Magnetic Track
41193 Nero/Black BwW 965 105° 4000K  Magnetic Track
4119% Bianco/White BwW 965 105° 4000K  Magnetic Track
411%4 Nero/Black 26W 2030 105° 4000K  Magnetic Track
41197 Bianco/White 26W 2030 105° 4000K  Magnetic Track
41195 Nero/Black 39w 2945 105° 4000K  Magnetic Track
41198 Bianco/White 39W 2945 105° 4000K  Magnetic Track
AR DT s
—

Binario magnetico/
Magnetic track

51 qit7c

28

323 34
mB 4193
416 411%

| O+

(")

640 34
414 411%
a7 41197
956

415 4119%
41118 41198
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LED CREE
KLIK_KLAK CRI >90
SOSPENSIONE Pr >05

SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41174 Nero/Black ow 749 36° 3000K  Magnetic Track
41173 Bianco/White ow 749 36° 3000K  Magnetic Track
41212 Nero/Black ow 870 36° 4000K  Magnetic Track
41211 Bianco/White ow 870 36° 4000K  Magnetic Track
INSTALLAZIONE
APPLICATION DISEGNI TECNICI

TECHNICAL DRAWINGS
—_—

Binario magnetico/
Magnetic track

51 qit7c

[]

1050

250
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LED CREE
KLIK_KLAK CRI >90
SOSPENSIONE Pr ~0s

SDCM 3
GLOBO
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41774 Nero/Black ow 610 DIFF. 3000K  Magnetic Track
41775 Bianco/White ow 610 DIFF. 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
- K []

Binario magnetico/
Magnetic track

51 git7c

1300

2150
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LED CREE

KLIK_KLAK CRI 590
SOSPENSIONE P ~03
B E |_ L SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41776 Nero/Black oW 480 65° 3000K  Magnetic Track
41777 Bianco/White 10w 480 65° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
- [

S

N
Binario magnetico/
Magnetic track

S|

2165

51 git7c
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ACCESSORI

39

41142 -41143

41134 -41135

41136 -41137

90

90

41131

41240 -41241

2

5)
2 o+ I
22
41138 -41139 41140 -41141
@60
II ¥ @60
b | -
|
41222 -41223 41132/A -41133/A
P 130 10 130

41257 -41258 41259 -41260

42787 -42784 -42788 -42785

32

ACCESSORI

42789 -42786 42811-42808 -42812 -42809 42813 -42810
CODE FINISHING DESCRIPTION

109 Neofback St auminccstuso cn st
sancopnte SR T alumoesso on e

e Nerofback  Siua 2 oo con st
sanconte ST lumioeso con st

41146 Nero/Black Copertura per rasatura 1mt/1mt mask for plasterboard thinning

LIGHT &BEYOND 2022

CODE FINISHING DESCRIPTION

41136 Nero/Black Angolo90° e accessori /90° corner withaccessories

41137 Bianco/White Angolo90° e accessori /90° corner withaccessories

41138 Nero/Black Angolo90°esterno e accessori/Outer 90°corner with accessories

41139 Bianco/White Angolo90°esterno e accessori/Outer 90°corner withaccessories

41140 Nero/Black Angolo90° internoe accessori/lInner 90° cornerwithaccessories

41141 Bianco/White Angolo90° internoe accessori/lnner 90° cornerwithaccessories

4142 Nero/Black 5?122Iru(li’ISZrISI?neglsg::ﬁacgzr;sgigzt%th relative 3-pinsconnector

41143 Bianco/White Ecr)]r;gIl’uenszrl]cq);e;fg;:gacgigsgigﬂt%th relative 3-pinsconnector

41131 Nero/Black Kit staffe incasso (2 pz)/Brackets for recessed installation (2 pcs)

41222 Nero/Black Staffe attacco soffittokit 2pz /Brackets for ceiling installation 2 pcs

41223 Bianco/White Staffe attacco soffitto kit 2pz /Brackets for ceiling installation 2 pcs

41132 Acciaio/Steel Sospensione 2mt (1pz)/Suspension 2mt (1pc)

41132/A Nero/Black Sospensione con cavo alimentazione 2mt(1pz)/Suspension 2mtwith electrical wire (1pc)
41133/A Bianco/White Sospensione con cavo alimentazione 2mt(1pz)/Suspension 2mtwith electrical wire (1pc)
41134 Nero/Black Staffa connessione (1pz)/Linear connection plate (1pc)

41135 Bianco/White Staffa connessione (1pz)/Linear connection plate (1pc)

41258 Nero/Black Giuntoa "X”/"X” connector

41257 Bianco/White Giuntoa "X"/"X” connector

41260 Nero/Black Giuntoa "T”/"T” connector

41259 Bianco/White Giuntoa "T”/"T” connector

41241 Nero/Black Testata per alimentazione 24V/Frontfeed 24V

41240 Bianco/White Testata per alimentazione 24V/Frontfeed 24V

41782 Nero/Black Ponte di giunzione elettrica 165mm/Electric bridge connector 165mm

41783 Bianco/White Ponte di giunzione elettrica 165mm/Electric bridge connector 165mm

42787 Nero/Black Testata c/driver 75W 230V dimm./Frontfeed w/driver 75W 230V dimm.
42784 Bianco/White Testata c/driver 75W 230V dimm./Frontfeed w/driver 75W 230V dimm.
42788 Nero/Black Testata c/driver 100W 230V dimm./Frontfeed w/driver 100W 230V dimm.
42785 Bianco/White Testata c/driver 100W 230V dimm./Frontfeed w/driver 100W 230V dimm.
42789 Nero/Black Testata c/driver 150W 230V dimm./Front feed w/driver 150W 230V dimm.
42786 Bianco/White Testata c/driver 150W 230V dimm./Front feed w/driver 150W 230V dimm.
42811 Nero/Black Centrale c/driver 75W 230V dimm./Centralfeed w/driver 75W 230V dimm.
42808 Bianco/White Centrale c/driver 75W 230V dimm./Centralfeed w/driver 75W 230V dimm.
42812 Nero/Black Centrale c/driver 100W 230V dimm./Centralfeed w/driver 100W 230V dimm.
42809 Bianco/White Centrale c/driver 100W 230V dimm./Centralfeed w/driver 100W 230V dimm.
42813 Nero/Black Centrale c/driver 150W 230V dimm./Central feed w/driver 150W 230V dimm.
42810 Bianco/White Centrale c/driver 150W 230V dimm./Central feed w/driver 150W 230V dimm.
CODE WATT \% DESCRIPTION SIZE MODE
22015 50w 24V DC  Driver MW 99x82x30mm ON-OFF
22031 60W 24V DC  DriverEAGLERISE TRP 187x45x31mm ON-OFF
22032 75W 24V DC  DriverEAGLERISE TRP 187x45x31mm ON-OFF
22016 100W 24V DC  Driver MW 129x97x30mm ON-OFF
22033 120W 24V DC  DriverEAGLERISE TRP 268x45x31mm ON-OFF
22034 150w 24V DC  DriverEAGLERISE TRP 268x45x31mm ON-OFF
22025 150w 24V DC  Driver MW 160x95x30mm ON-OFF
22017 200W 24V DC  Driver MW 215x115x30mm ON-OFF
41217 75W 24VDC  Driver dimmerabile LTECH 144x78x38.5mm 1-1ov
41218 100W 24V DC  Driver dimmerabileLTECH 240x70x36mm 1-10v
41219 150w 24V DC  Driver dimmerabileLTECH 270x79x39mm 1-10v
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LED CREE
KLIK_KLAK MINI CRI >%0
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41733 Nero/Black 5W 440 30° 3000K  Magnetic Track
41734 Bianco/White 5W 440 30° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
—
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Magnetic track
KLIK_KLAK MINI LED '
_— CRI >90
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41735 Nero/Black ow 749 36° 3000K  Magnetic Track
41736 Bianco/White ow 749 36° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
—
130 ( ) 355°
v 90
Q
vl
o
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Binario magnetico/
Magnetic track

51 git7c
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LED CREE
KLIK_KLAK MINI CRI >90

PF >0.5

SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41745 Nero/Black ow 610 DIFF. 3000K  Magnetic Track
41746 Bianco/White ow 610 DIFF. 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
——— 130

Binario magnetico/
Magnetic track

@150

51 git7c
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LED CREE
KLIK_KLAK MINI CRI >%0

PF >05

SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41717 Nero/Black 6w 650 30° 3000K  Magnetic Track
41718 Bianco/White 6W 650 30° 3000K  Magnetic Track
41719 Nero/Black 2w 1150 30° 3000K  Magnetic Track
41720 Bianco/White w 1150 30° 3000K  Magnetic Track
41721 Nero/Black 24W 2400 30° 3000K  Magnetic Track
41722 Bianco/White 24W 2400 30° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
—
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LED CREE
KLIK_KLAK MINI CRI >9%0
PF >0.5
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41729 Nero/Black 8W 650 30° 3000K  Magnetic Track
41730 Bianco/White 8W 650 30° 3000K  Magnetic Track
41731 Nero/Black 16W 1150 30° 3000K  Magnetic Track
41732 Bianco/White 16W 1150 30° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI REGOLAZIONI
APPLICATION TECHNICAL DRAWINGS ADJUSTABILITY
) n L
q| [EEEEE q| o
—— § §

Binario magnetico/
Magnetic track
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KLIK_KLAK MINI

LED CREE

CRI >90
LUCE DIFFUSA P >05

SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41723 Nero/Black 8W 460 105° 3000K  Magnetic Track
41724 Bianco/White 8w 460 105° 3000K  Magnetic Track
41725 Nero/Black 15w 900 105° 3000K  Magnetic Track
41726 Bianco/White 15w 900 105° 3000K  Magnetic Track
41727 Nero/Black 30w 1800 105° 3000K  Magnetic Track
41728 Bianco/White 30W 1800 105° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
—

Binario magnetico/
Magnetic track

51 git7c
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LED CREE
KLIK_KLAK MINI CRI >90
SOSPENSIONE Pr >05
SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41739 Nero/Black 5W 440 30° 3000K  Magnetic Track
41740 Bianco/White 5W 440 30° 3000K  Magnetic Track
41737 Nero/Black ow 749 36° 3000K  Magnetic Track
41738 Bianco/White ow 749 36° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
—_—
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S 3
Binario magnetico/
Magnetic track
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N n
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LED CREE
KLIK_KLAK MINI CRI 590
SOSPENSIONE P ~03
SDCM 3
GLOBO
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41741 Nero/Black ow 610 DIFF. 3000K  Magnetic Track
41742 Bianco/White ow 610 DIFF. 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
L L]

Binario magnetico/
Magnetic track

51 git7c
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KLIK_KLAK MINI

LED CREE

CRI >90
SOSPENSIONE P ~05
B E I_ L SDCM 3
CODE FINISHING WATT LUMEN BEAM KELVIN  APPLICATION
41743 Nero/Black oW 480 65° 3000K  Magnetic Track
41744 Bianco/White oW 480 65° 3000K  Magnetic Track
INSTALLAZIONE DISEGNI TECNICI
APPLICATION TECHNICAL DRAWINGS
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Magnetic track
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ACCESSORI

27

89

41759 -41760

41757 -41758

41784 -41788

42

41747 -41748

41763

41765 -41766

41785 -41789 -41786 -41790

104

04

41751~ 41752

41761~ 41762

AP

41753 -41754

42817 -42814

ACCESSORI

WA Iy

41749 -41750

260

41132/A -41133/A

41755 -41756

DRIVER

42818 -42815 -42819 -42816

CODE FINISHING DESCRIPTION

Nerofbeck St i aluminossse con it
sancorwhte s Innalurirocsns con st

Nerofback S 2t auminoesse on st
sancowhie  Sre 2 aluriroesso con it

41764 Nero/Black Copertura per rasatura 1mt/1mt mask for plasterboard thinning

LIGHT &BEYOND 2022

CODE FINISHING DESCRIPTION

41747 Nero/Black Angolo90° con spinottie accessori/90° corner withaccessories

41748 Bianco/White Angolo90° con spinottie accessori/90° corner withaccessories

41751 Nero/Black Angolo90° esterno e accessori/Outer 90° corner withaccessories

41752 Bianco/White Angolo90° esterno e accessori/Outer 90° corner withaccessories

41749 Nero/Black Angolo90° internoe accessori/Inner 90° corner withaccessories

41750 Bianco/White Angolo90° internoe accessori/lnner 90° corner withaccessories

A759 Nero/Black Ezgg:’uerllezzlc(t)ﬂ(et eclsgrqgitii;nvf/ﬂ]nglggive 3-pinsconnector

41760 Bianco/White (L:i(:lgglruer;glcct)gg eclggrr:;?t;%nviir;;’lnrztlte{{ive 3-pinsconnector

41763 Nero/Black Kit staffe incasso (2 pz)/Brackets for recessed installation (2 pcs)

41761 Nero/Black Staffe attacco soffittokit 2pz /Brackets for ceiling installation 2 pcs

41762 Bianco/White Staffe attacco soffittokit 2pz /Brackets for ceiling installation 2 pcs

41132 Acciaio/Steel Sospensione 2mt (1pz)/Suspension 2mt (1pc)

41132/A Nero/Black Sospensione con cavo alimentazione 2mt(1pz)/Suspension 2mtwith electrical wire (1pc)
41133/A Bianco/White Sospensione con cavo alimentazione 2mt(1pz)/Suspension 2mtwith electrical wire (1pc)
41757 Nero/Black Staffa connessione (1pz)/Linear connection plate (1pc)

41758 Bianco/White Staffa connessione (1pz)/Linear connection plate (1pc)

41753 Nero/Black Giuntoa "X”/"X” connector

41754 Bianco/White Giuntoa "X”/"X” connector

41755 Nero/Black Giuntoa "T”/"T” connector

41756 Bianco/White Giuntoa "T”/"T” connector

41765 Nero/Black Testata per alimentazione 24V/Frontfeed 24V

41766 Bianco/White Testata per alimentazione 24V/Frontfeed 24V

41780 Nero/Black Ponte di giunzione elettrica 130mm/Electric bridge connector 130mm

41781 Bianco/White Ponte di giunzione elettrica 130mm/Electric bridge connector 130mm

41784 Nero/Black Testata c/driver 60W 230V dimm./Frontfeed w/driver 60W 230V dimm.
41788 Bianco/White Testata c/driver 60W 230V dimm./Frontfeed w/driver 60W 230V dimm.
41785 Nero/Black Testata c/driver 100W 230V dimm./Frontfeed w/driver 10W 230V dimm.
41789 Bianco/White Testata c/driver 100W 230V dimm./Frontfeed w/driver 100W 230V dimm.
41786 Nero/Black Testata c/driver 150W 230V dimm./Front feed w/driver 150W 230V dimm.
41790 Bianco/White Testata c/driver 150W 230V dimm./Front feed w/driver 150W 230V dimm.
42817 Nero/Black Centrale c/driver 60W 230V dimm./Centralfeed w/driver 60W 230V dimm.
42814 Bianco/White Centrale c/driver 60W 230V dimm./Centralfeed w/driver 60W 230V dimm.
42818 Nero/Black Centrale c¢/driver 100W 230V dimm./Centralfeed w/driver 10W 230V dimm.
42815 Bianco/White Centrale c/driver 100W 230V dimm./Centralfeed w/driver 100W 230V dimm.
42819 Nero/Black Centrale c/driver 150W 230V dimm./Central feed w/driver 150W 230V dimm.
42816 Bianco/White Centrale c/driver 150W 230V dimm./Central feed w/driver 150W 230V dimm.
CODE WATT \ DESCRIPTION SIZE MODE
22015 50w 24V DC  Driver MW 99x82x30mm ON-OFF
22031 60W 24V DC  DriverEAGLERISE TRP 187x45x31mm ON-OFF
22032 75W 24V DC  DriverEAGLERISE TRP 187x45x31mm ON-OFF
22016 100W 24V DC  Driver MW 129x97x30mm ON-OFF
22033 120W 24VDC  DriverEAGLERISE TRP 268x45x31mm ON-OFF
22034 150W 24VDC  DriverEAGLERISE TRP 268x45x31mm ON-OFF
22025 150W 24vDC  Driver MW 160x95x30mm ON-OFF
22017 200W 24vDC  Driver MW 215x115x30mm ON-OFF
41217 75W 24VDC  Driver dimmerabile LTECH 144x78x38.5mm 1-1ov
41218 100W 24VDC  Driver dimmerabile LTECH 240x70x36mm 1-1ov
41219 150w 24VDC  Driver dimmerabile LTECH 270x79x39mm 1-1ov




BELLATRIX

44

Incasso funzionalein alluminio
con ottica in polimero che combina
un’ottimadissipazione del calore

e unaccurato controllodella luce.
Controllo del flicker-free sul driver
e accurata gestione della
componente blu del LED per
assicurare il miglior comfort visivo.
CCT selezionabile 3000/4000°K
coh mantenimento dell’efficienza
luminosa. CRI >90e grado

di protezione IP54 frontale.

Ampia gamma di potenze per
illuminamenti da 1234Ima 3569Im.

Functional aluminiumrecessed fitting
with optical polymer reflector which
combines an excellent heat sink with
an accurate light control.

Flicker-free separate control gear and
Low Blue light technology guarantee
an excellent visual comfort
Selectable CCT (3000/4000°K)
maintaining the luminous efficacy
unaltered. CRI>90 and IP54 frontal
protection. Wide choice of powers
available with lumen outputranging
from 1234to 3569

LIGHT &BEYOND 2022
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T° COLORE

Selezione della T°dicolore mediante
interruttore sul corpo, mantenendo
I’efficienza luminosa di ca. 110lm/W.
T°COLOUR TEMPERATURE

Selection of the T° Colour Temperature
through a switch mounted on the body;,
maitaining the luminousefficacy at
approx 110Im/Wunaltered.

46

DIMMER-ON/OFF/DALI

Possibilita di connessione ad un
driver esterno con gestione ON/OFF
o TRIAC o DALI.

Several separate controlgears
available: ON/OFF or TRIAC or DALI.

CRI >90

La resa cromatica garantisce che il
tipo di luce rispecchi i colori naturali
di ambienti, oggetti o persone.

The high Colour Rendering Index
means that the light emitted
guarantees the natural rendering of

colours of rooms, objects and people.

@/Mium\\w

UGR <19

Il riflettore incassato in polimeri

ottici fornisce un’illuminazione
omogenea ed efficiente, con un
grado di abbagliamento luminose

che assicurala qualitadella luce ed

il benessere delle persone nel loro
contesto lavorativo.

The deep-set aluminiumreflector

made of optical polymerensures an
efficient and homogeneous light with
high glare control which provides quality
of lightand consequently the well-being
of people in theirworkingspaces.

LIGHT &BEYOND 2022

IP54

L’apparecchio e protetto
frontalmente contro la polvere e gli
spruzzid’acqua andando incontro
alle normative dove richieste.

The fittingis protected at the front
from dust and water spray complying
with eventual IP standards required.

/// T
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CABLAGGIOSEMPLICE

Le dimensionidell’apparecchio lo
rendonoideale per il relamping e gli
spinotti Amp rendonofacile e veloce
il cablaggio.

EASY WIRING

The downlightdimensions make it an
ideal choice as a retrofit fitting and the
Plug-inconnection makes wiring easy
and fast.
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LED OSRAM
BELLATRIX CRI >90
PF >09
CODE FINISHING WATT LUMEN BEAM KELVIN
51011 Bianco/White 108w 1234/1278 55° 3000K/4000K
51012 Bianco/White 16,2W 1712/1779 55° 3000K/4000K
51013 Bianco/White 216W 2430/2500 55° 3000K/4000K
51014 Bianco/White 27W 2961/3140 55° 3000K/4000K
51015 Bianco/White 32,4W 3357/3569 55° 3000K/4000K
DISEGNI TECNICI
TECHNICAL DRAWINGS
G 095 G @120 e 0150 e 1200
0 N
&Q A% ) :
@120 @145 2180 @230
51011 51012 51013 51014
51015
DRIVER CODE DESCRIPTION
51016 Driver ON/OFF 12W(10,8W)/36V DC /300mA
51017 Driver ON/OFF 18W(16,2W)/36V DC /450mA
51018 Driver ON/OFF 23W (21,6W) /36V DC /600mA
51019 Driver ON/OFF 28W (27W) /36V DC /750mA
51020 Driver ON/OFF 35W (32,4W) /36V DC /900mA
51021 Driver TRIAC Dimming 12W(10,8W)/36V DC /300mA
51022 Driver TRIAC Dimming 18W(16,2W)/36V DC /450mA
51023 Driver TRIAC Dimming 23W (21,6W)/36V DC /600mA
51024 Driver TRIAC Dimming 28W (27W) /36V DC /750mA
51025 Driver TRIAC Dimming 35W (32,4W) /36V DC /900mA
51026 Driver DALl 12W(10,8W)/36V DC /300mA
51027 Driver DALl 18W/23W(16,2W/21,6W)/36V DC /450-600mA
51028 Driver DALl 28W/35W (27W/32,4W)/36V DC /750-900mA

51 gHtc
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